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ñPERFECT FITò  

IN-DASH 
HEAT/ COOL/ DEFROST 

1967-72 CHEVROLET PICKUP 
 

CONTROL & OPERATING INSTRUCTIONS 
 

The controls on your new ñPerfect Fitò system. Offers complete comfort capabilities in 

virtually every driving condition. This includes Temperature control in all of the modes.    

This system also provides the ability to blend the air between Face and, Heat / Defrost 

modes simultaneously.  
 

 

 

 

 

 

THE PICTURE YOU SEE ABOVE SHOWS THE CONTROLS IN THE FACE MODE. 

THIS MEANS THAT ALL OF THE AIR WILL BE DISTRIBUTED THROUGH THE 

DASH LOUVERS. THIS ALSO HAS THE TEMPERATURE LEVER IN THE COLD 

POSITION. WITH THE CONTROLS IN THIS POSITION YOU WILL GET THE AIR 

THROUGH THE DASH LOUVERS AT ROOM TEMPERATURE. 

 

 

TEMPERATURE  LEVER 

FAN SPEED LEVER 

FACE , HEAT / DEFROST LEVER 
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CAUTION: ALL OF THE OUTSIDE VENTS MUST BE CLOSED WHEN THE 

SYSTEM IS IN THE A/C MODE. THIS WILL ALLOW THE A/C SYSTEM TO 

FUCTION AT ITS MAXIMUM PERFORMANCE LEVEL. 

 

 

THE FOLLOWING SUMMARY WILL DESCRIBE EACH OF THE CONTROL 

LEVERS FUNCTION. 

 

FAN SPEED LEVER: There are 3 speeds plus Off.  When the switch is in the off 

position it will disconnect the 12V power to the Blower Motor and the A/C Clutch. This 

will shut down the entire system. When the switch is moved to any of the blower speeds 

1,2 or 3 there is 12V supplied to the Micro-Switch which is mounted on the main 

housing. 

 

FACE / HEAT, DEFROST LEVER: The lever as shown in the picture is in the 

Face position. The lever all the way to the left will engage the compressor for air 

conditioning mode. As this lever is moved towards the right, the clutch will disengage 

and it will change the air from the Face louvers and blend into the Heat / Defrost outlets. 

Only when the lever is in the far right position will the compressor engage and provide 

ñDehumidifiedò defrost. 

 

TEMPERATURE CONTROL:  The temperature lever as shown is in the 

COLDEST temperature position. As the lever is pushed to the right the temperature of 

the discharged air will rise to the HOTTEST point. 

Note: The temperature lever will function in any of the modes. 

 

AIR CONDITIONING MODE:  The picture shows the controls in the Face Mode   

(air-flow out the dash louvers).  

When Air Conditioning is required the compressor clutch must be activated. This is 

accomplished by pushing the lever all the way to the LEFT. When the compressor is 

activated the Temperature Lever will control the air from maximum cold through 

maximum heat. 
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INSTALLATION INSTRUCTIONS 

1967-72 CHEVROLET PICKUP 
 

Congratulations! ! You have just purchased the highest quality, best performing A/C system 

ever designed for you Classic Car. To obtain the high level of performance and dependability 

our systems are known for, pay close attention to the following instructions. 
 

Before beginning the installation check the box for the correct components. 

Evaporator 

Face Duct Assembly 

Inlet Air Block Off Assembly 

Firewall Block Off Assembly 

Flex Hose 2òdia. x 3ft. 

Flex Hose 2òdia. x 4ft x 2ea.. 

Flex Hose 2 İòdia. x  2 ft. 

Sack Kit Louver 

Sack Kit Hardware 

Sack Kit Control 

Glove Box 
 

IMPORTANT INFORMATION  
 

1.   Before starting, read the instructions carefully and follow proper sequence. 

2.   Check condition of engine mounts. Excessive engine movement can damage  

         hoses to A/C, heater, radiator, transcooler, and power steering systems. 

3.      Before starting, check vehicle interior electrical functions. i.e. interior lights,                                                                                                                                                                                                                     

               radio, horn, etc. When ready to start installation, disconnect battery.  

4.    Fittings. Use one or two drops of lubricant on Oôrings, threads and rear of bump                    

         for Oôring where female nut rides. Do not use thread tape or sealants. 

5.    Always use two wrenches to tighten fittings. Try holding  in one hand while              

         squeezing together while other hand holds fitting in position.  

6.    Shaft seals in a small percentage of compressors will require as much as 3-4  

         hours run time to become leak free.  

7.    Compressors supplied in our complete systems are filled with proper amount of  

         oil. 

8.    Compressor requires technician to hand turn 15-20 revolutions before and after  

         charging with  liquid from a charging station before running system.  

         Compressors with damaged reed valves cannot be warranted.  

9.    Should you have any technical questions, or are suspect of missing, or defective  

         parts, call us immediately. Our knowledgeable staff will be glad to assist you.    
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YOU CAN NOW BEGIN THE INSTALLATION 

CAUTION: DISCONNECT BATTERY GROUND CABLE 
 

 

 

 

 

 

 

Remove Glove box, Heater 

controls and Radio, set aside for 

reinstall. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Removal of the Control Head can be 

accomplished by disconnecting the three 

control cables. 

 

One attached to the Heat/Defrost door.  
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One attached to the Temperature door as shown. 

And one attached to the Vent / Heat door located 

under the housing. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Lower control head and cut the Brown original wire 2ò 

from the switch plug as shown. 

 

 

Disconnect power wire from blower motor and pull wire 

through firewall as shown. Carefully cut and remove 

original grommet to be reused later on page 10. 

 

 

 

Remove the 3 cables, electrical harness, 

Blower switch and discard. Retain the original 

hardware. 
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Remove screws located around perimeter of 

the indash Heater Distribution Box and discard. 

There is one screw located on the firewall 

under the hood. This is at the center of the 

vehicle behind the motor. Remove and discard. 

                

 

 

Carefully remove entire Heater Distribution 

Box along with the flex duct attached to the 

defrost diffusers. 

 

 

 

 

 

 

Locate blower motor and Heater coil 

housing on the firewall (Passenger Side) in 

the engine compartment. Remove 2 nuts 

and 4 screws around perimeter of housing.  

 

Drain coolant from radiator. 
Remove Heater hoses from the coil connectors. 

 

 

 

 

 

 

 

 

NOTE: It is necessary to remove the screws 

holding the wheel well in place. Allow the 

whee; well to drop enough to remove the 

housing screws.   

 

 

Remove the entire housing and discard. Be sure 

to reinstall wheel well using the original 

hardware. 

 

 

 

 

INNER FENDER 


